designer one piece

lockers

D x H cm : 50 x 180. One piece sheet steel shells on
raised feet in a light grey epoxy finish. Locks on each
door. Designer doors in blue (BU) or light grey (CR).
Multiple perforations. Label holder. Available in 3 versions
: clean use industrial lockers, dirty use industrial lockers
or multi-compartment lockers. Interior fittings : coat rail
and upper storage shelf. Dirty use lockers are fitted with
a central partition in addition.

Optional : hasp attachment for padlock (padlock not
supplied).

standard one piece

lockers
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Dirty use Clean use

3 doors, W. 118.5 cm

GR

D xH cm : 50 x 180.
2 versions :
« Clean use industrial lockers :

2 doors: width 59 cm,

3 doors : width 90 cm.
« Dirty use industrial lockers :

2 doors : width 80 cm,

3 doors : width 120 cm.
One piece sheet steel shells in a light grey epoxy
finish. Locks on each door. Standard doors in light
grey. Upper and lower vents for air circulation.
Available in 2 versions : clean use or dirty use.
Interior fittings : coat rail and upper storage shelf. Dirty
use lockers are fitted with a central partition in
addition.

Optional : base unit with raised feet and hasp

(padlock not supplied).

Base unit Hasp

2 doors, W. 61 cm 4 compartments, W. 61 cm 6 compartments, W. 90 cm

GR BU

2 door colours

Optional :
hasp attachment
for padlock

Clean use

AL AN GR

W x D xHcm:40 x50 x 198.

One piece sheet steel shell. Interior
fittings : coat rail, shelf. Rear air vents
(not visible from the front).

3 choices of finish : aluminium (AL),
graphite grey (AN) or light grey (GR).

open-fronted locker assembly

and multi-compartment locker unit

Open-fronted locker assembly

Wx D xHcm: 148 x 50 x 180.

Comprising a pair of one piece locker units of tower design
in light grey, each fitted with five separate lockers (usable
dimensions : W x D x H cm : 30 x 47.6 x 36.4) with rear air
vents. Doors open to a full 180°. Lockers can be locked and
labelled individually. Upper storage shelf with coat rail
attached. Supplied flat-packed - quick and easy to assemble.

self assemblyIockers

D xHcm : 50 x 180.

Available in 2 versions :

+ Clean use industrial lockers : compartment width 30 cm.

« Dirty use industrial lockers : compartment width 40 cm.

Quick and easy to assemble, no nuts and bolts required. Made from
sheet steel in a light grey finish. Upper and lower vents for air
circulation. Hasp attachment for padlock (padlock not supplied).
Interior fittings : upper storage shelf, coat rail and coat hooks. Dirty use
lockers are fitted with a central partition in addition. 2 door colours :
blue (BU) or light grey (CR). Stick-on label holder.

Optional : bench unit.

Multi-compartment locker unit
Wx D xHcm: 36 x50 x 180.
One piece locker unit of tower
design comprising five separate
lockers. For dimensions and
technical specifications, see
locker assembly opposite. Light
grey finish.

Clean use

coat rail

unit

Dirty use

Mobile coat rail

Wx Hcm: 146 x 160.

Easy to assemble and dismantle. Made
from chrome plated tubular steel, @ 3 cm.
Fitted with four swivel castors.

Optional : standard coat hangers in black
(NR), designer coat hangers in aluminium
(AL) or graphite grey (AN).

Bench unit

Standard hangers

Designer hangers

BU

Hasp

GR
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For price guide and optional extras, see pages 124 to 129.

Filing



